" H/V/D 208-230/60/1, 265/60/1 & 220-240/50/1 DXM w/LON, ECM COMM %PCN%-OLBO

[oATE
i 1715707 |

NOTES
|. COMPRESSOR THERMALLY PROTECTED INTERNALLY.
2. ALL WIRING To THE UNIT MUST COMPLY wiTH NEC AND LOCAL CODES.

4. FPI THERMISTER PROVIDES LOW TEMPERATURE PROTECTION FOR WATER. WHEN
USING ANTI-FREEZE SOLUTIONS, CUT JW3 JUMPER

DRAWING NO:

REV.

96B0006NI7 D

OPERATION STATUS LED TEST LED FAULT LED ALARM RELAY
(GREEN) (YELLOW) (RED)
[ NoRMAL MobE N OFF ToTE: FEN
DXM IS NON-FUNCTIONAL OFF OFF
TEST MODE - ON
NIGHT SETBACK FUASHING CODE 2 -

EMERGENCY SHUT DOWN

FLASHING CoDE 5.
TNVALID T-STAT NPUTS

FLASHING CODE &
NO FAULT N MEHORY

O
FP_FAULT / (LockouT) NOTE | | SLow FLASH/ (FAST FLASH)

FLASHING CovE |

TF_FAULT / (LocKouT) NoTe: | | Stow FLASH/ (FAST FLA

OPEN / (CLOSED)

FPI_FAuLT / (Lockout) Note

FP2_FAULT 7 (Lockour) NoTE

TO _FauLT / (Lockour) Note: T

OVER-UNDER VOLTAGE

NORMAL MoDE W/UPS.

SWAPPED FFI/FFZ LOCKOUT

CveLE (NoTE 5)

Closen

(208V)

CAP

BLU




