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NoTES
I. COMPRESSOR THERMALLY PROTECTED INTERNALLY.
2. ALL WIRING To THE UNIT MUST COMPLY wiTH NEC AND LOCAL CODES.

L. FPI THERMISTER PROVIDES LOW TEMOERATURE PROTECTION FOR WATER. WHEN USING ANTI-FREEZE SOLUTIONS, CUT JW3 JUMPER.

6. 24V ALARM SIGNAL SHOWN. FOR DRY ALARM CONTACT, CUT JW4 JUMPER AND DRY CONTACT WILL BE AVAILABLE BETWEEN ALl AND AL2.

DRAWING NO:

96B0007N25 D

REV.

OPERATION STATUS LED TEST LED FAULT LED ALARM RELAY
(GREEN) (YELLOW) (RED)
NORMAL MODE ON OFF NoTE 2 OFEN
DXM IS NON-FUNCTIONAL OFF OFF OFF
TesT Moe - ON NoTE Cvcie (NoTE 3)
NIGHT SETBACK FLASHING CODE 2 - Noe -
EMERGENCY SHUT DOWN FLASHING CODE 5 - NoTE -
TNVALID T-STAT INPUTS FLASHING CODE & - Note: -

NO FAULT IN MEMORY O OFF FLASHING CODE | OPEN
HP_FAULT / (LockouT) NoTe: | | SLow FLASH/ (FAST FLASH) OFF FLASHING Cope 2 | OPEN / (CLosED)
TP _FAULT / (LOCKOUT) NOTE: | | SLOW FLASH/ (FAST FLASH) | OFF FLASHING CODE 5 PEN / (CLOSED)
FPIFAULT / (LoCKoUT) NOTE: | | SLow FLASH/ (FAST FLAsH) | OFF LASHING CODE & PEN / (CLOSED)
FP2_FAULT / (LOCKOUT) NOTE: | | SLOW FLASH/ (FAST FLASH) |  OFF TASHING CODE & PEN / (CLOSED)
CO_FAULT 7 (LocKouT) NoTE: | | SLOW FLASH/ (FAST FLAsH) | OFF LASHING CODE 6 FEN / (CLOSED)

OVER-UNDER VOLTAGE SLow FLASH OFF FLasHiNG CooE 7 | OpEN (NoTE L)

NORMAL MODE W/UPS ON OFF FLASHING CODE 8 CYCLE (NOTE 5)

SWAPPED FPI/FP2 LOCKOUT FAST FLASH OFF FLASHING CODE 9 CLOSED

SLOW FLASH = | FLASH PER EVERY 2 SECONDS, FAST FLASH = 2 FLASHES PER EVE<
2. FAULT LED (RED) FLASHES A CODE REPRESENTING LAST FAULT IN MEMORY. IF NO FAULT IN MEMORY, CODE | IS FLASHED.
3. CYCLES APPROPRIATE CODE, BY CYCLING ALARM RELAY IN THE SAME SEQUENCE AS FAULT LED.

L. ALARM RELAY CLOSES AFTER I5 MINUTES.




