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CXM CONTROLLER FAULT CODES

DESCRIPTION OF OPERATION LED ALARM RELAY
NORMAL MODE ON OPEN
NORMAL MODE W/ UPS WARNING ON CYCLE (CLOSED 5 SEC. OPEN 25 SEC.)
CXM IS NON-FUNCTIONAL OFF OPEN
FAULT RETRY SLOW FLASH OPEN
LOCKOUT FAST FLASH CLOSED
OVER/UNDER VOLTAGE SHUTDOWN SLOW FLASH OPEN (CLOSED AFTER I5 MIN.)

TEST MODE-NO FAULT IN MEMORY

FLASHING CODE |

CYCLING CODE |

TEST MODE-HP FAULT IN MEMORY

FLASHING CODE 2

CYCLING CODE 2

TEST MODE-LP FAULT IN MEMORY

FLASHING CODE 3

CYCLING CODE 3

TEST MODE-FPI FAULT IN MEMORY

FLASHING CODE &4

CYCLING CODE &

TEST MODE FP2-FAULT IN MEMORY

FLASHING CODE 5

CYCLING CODE 5

TEST MODE-CO FAULT IN MEMORY

FLASHING CODE 6

CYCLING CODE 6

TEST MODE-OVER/UNDER
SHUTDOWN IN MEMORY

FLASHING CODE 7

CYCLING CODE 7

TEST MODE-UPS IN MEMORY

FLASHING CODE 8

CYCLING CODE 8

SWAPPED FPI/FP2 LOCKOUT

FLASHING CODE 9

CYCLING CODE 9
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