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H/V 015-070 208-230/60/5 DXM W/CWR COMMERCIAL [[er-ome |"snsior R A _9680007N50_| -

ST LED FAULT LED
(YELLOW) (R
NORMAL MODE oN OFF NOTEZ
DXM 1S NON-FUNCTIONAL OFF OFF 0
TEST MODE - ON OTE:2
NIGHT SETBACK FLASHING CODE 2 - OTE:2
EMERGENCY SHUT DOWN FLASHING CODE 3 - OTE:2
TNVALID T-STAT INPUTS FLASHING CODE & - OTE2
NO FAULT IN MEMORY 0 F FLASHING CODE
HP_FAULT / (LOCKOUT) NOTE: T LASH/ FF FLASHING CODE
LP- FAULT / (LOCKOUT) NOTE: 2 LASH/ FF FLASHING CODE
FPL_FAULT / (LOCKOUT) NOTE: | LASH/ F FLASHING CODE
FP2: FAULT / (LOCKOUT) NOTE: | ASH/ F FLASHING CODE
€O FAULT / (LOCKOUT) NOTE: | LASH/ F FLASHING CODE
OVER-UNDER VOLTAGE SLOW FLASH FF FLASHING CODE 7
NORMAL MODE W/UPS ON OFF FLASHING CODE 8
SWAPPED FPI/FP2 LOCKOUT FAST FLASH OFF FLASHING CODE 9
1_ STATUS LED (GREEN) : SLOW FLASH - CONTROLLER IN FAULT RETRY MODE, FAST FLASH - CONTROLLER IN
8. DEHUMIDISTAT OPERATION (24 VAC AT H) DIP 2.1 OFF, DIP 2.2 ON, DIP 2.5 OFF LOCKOUT MODE SLOW FLASH = | FLASH PER EVERY 2 SECONDS. FAST FLASH = 2 FLASHES PER EVERY | SECOND
HUMIDISTAT OPERATION (0 VAC AT H) DIP 2.1 OFF, DIP 2.2 OFF, DIP 2.3 OFF 2. FAULT LED (RED) FLASHES A CODE REPRESENTING LAST FAULT IN MEMORY. IF NO FAULT IN MEMORY, CODE 1 IS
5. CYCLES APPROPRIATE CODE, BY CYCLING ALARM RELAY IN THE SAME SEQUENCE AS FAULT LED.
L. ALARM RELAY CLOSES AFTER I5 MINUTES
5. ALARM RELAY CYCLES : CLOSED FOR 5 SECONDS AND OPEN FOR 25 SECONDS
DXM CONTROLLER FAULT CODES




