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H/V PACKAGE w/ECM & LON 460/60/3, 380-420/50/3 COMMERCIAL “07-0045 | 217107

NOTES:
|. COMPRESSOR AND BLOWER MOTOR THERMALLY PROTECTED INTERNALLY.

2. ALL WIRING TO THE UNIT MUST COMPLY WITH NEC AND LOCAL CODES.

L. FPI THERMISTOR PROVIDES FREEZE PROTECTION FOR WATER. WHEN USING ANTI-FREEZE SOLUTIONS, CUT JW3 JUMPER.
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CXM CONTROLLER FAULT CODES

DESCRIPTION OF OPERATION LED ALARM RELAY
NORMAL MODE ON OPEN
NORMAL MODE W/ UPS WARNING oN CYCLE (CLOSED 5 SEC. OPEN 25 SEC.
CXM IS NON-FUNCTIONAL OFF OPEN
FAULT RETRY SLOW FLASH OPEN
LOCKOUT FAST FLASH CLOSED
OVER/UNDER VOLTAGE SHUTDOWN | SLOW FLASH OPEN (CLOSED AFTER 15 MIN.)
TEST MODE-NO FAULT IN MEMORY | FLASHING CODE | CYCLING CODE |
TEST MODE-HP FAULT IN MEMORY | FLASHING CODE 2 CYCLING CODE 2
TEST MODE-LP FAULT IN MEMORY | FLASHING CODE 3 CYCLING CODE 3
TEST MODE-FPI FAULT IN MEMORY | FLASHING CODE & CYCLING CODE &
TEST MODE FP2-FAULT IN MEMORY | FLASHING CODE 5 CYCLING CODE 5
TEST MODE-CO FAULT IN MEMORY | FLASHING CODE 6 CYCLING CODE 6
T o VR OER FLASHING CODE 7 CYCLING CODE 7
TEST MODE-UPS IN MEMORY FLASHING CODE 8 CYCLING CODE 8
SWAPPED FPI/FP2 LOCKOUT FLASHING CODE 9 CYCLING CODE 9
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