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CAUTEGH: Do not

Cilmate
Eﬁﬁsﬁ“er

decentratized

Instatiction

instructions for
confirol modules

air conditioning systems

plug in

pover’ cord until ipstal-
ation 15 completed and
terminal is ready to rum,

Make certain that OFF but-

ton on control module is
down while working om the

equipment.

STEP 1. Determine the re-
quired connections from
the table in accordance
with the building plans
and system specifications.
Plug in appreopriate leads;

olug in ecogling
cable.

chassis

NOTE: All receptacles and
all leads are tapged for

identification.

STEP 2. With thermostat
shaft ro the front, in-
gert control module rear
top plate through open—
ing in bracket and swing

front ten plato

end of

aiodule up =0 tiat slot
goes over threaded stud.

Install and tighten wing
muf ot threaded stud.

(Wing nut isz packed in
hardware bag alomg with-
thermostat knob.) Fit
aluminun switch plate o-
ver push buttons and ther-
mostat shalr. Press ther-
mostat knob onto thermostat
shaft.

STEE 3. Loosen 3 sheetmetal
serews{l}twy full turns. Re-
move Dlower compartment cover
by removing 2 sheetmetal
Screws + Unwind thermostat
capillarcy tube(:)and stretch
it through slot at upper left
corner of blower compartment.

.C£UTIGN: Do not_kink or break
capillary tube{g}whilc unwind—
ing it.

STEP 4. Insert clips (Flon edge
of bloweras so that capillary
bulb{:)is above and not touch
ing motor pan{f} Insert cap-
illary bulb @'intn clips @so
that tip of bulb is higher
than -capillary tube end.
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NOTE: Check blewer wheels :
for free running. :

STEP 5. Replace caver(:}
using 2 sheermetal screws@
and tighten 3 sheetmera]
SCTEWS

STEP 6. Plug service cord
Into receptacle in junc-
tion box,

STEP 7. Set frésh air dam—
per switch to CLOSED posi-

 tion unless otherwise in-
 structed in building plans

ar syatem specifications.

STEP 8. Replace decorator
penel ot room cabinet.
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OFF-BEAT-COOL CONTROL WITH STANDBY POWER GIRCULT

. Step 2. With thermastat snafl ' the right, ; : :
CAUTION: Make certain insert contral moedule right top plate ? gﬁ;ﬁ;:&iﬂﬁ: :::bkil:tgoiﬁgfﬁs LITESJ?:[:: |
that ﬂf? button m}. control thrpugh apening i grille frame and higherthanli:sjunetion with the capillary
module is down whli[he. swing left end of madule up sg that sliot tbe and that there is no intarferance
working on the equipment. goes sver threaded stud at ledt. Install with *he bBlovwer whesal.

and tighten wing nut on threaded stud. )
Step 1. Plug both power - {Wing nut is packed in hardware bag $Step 5. Close blower compartment
cords into mating - alang with thermpstat xnph} Fit cover. Leave sheet metal screws looss.

receptaclas and J, boxes ::—.LI.;]Lnéjr:nngﬂi”fhhp}ftepwer push beltons NOTE: It is a good idea to check blowar
instalied by contractor. kroh ot T;"a =haft. re?sthermnstat whaefs for free running while :
15 amp cord and plug ' © nermastat shaft. EOMAarimeant s open.

controls heat, room fan Step 3. .Dpﬁn blower compasment cover Step 6. Plug service cord into

and vent (standby power). €N cooling chassis by loosening 2 sheet resentacle in junction box.

20 amp cord and plug metal screws. Unwind thermostat

controls condenser fan capillary tube and stretch it through slot Step 7. Set fresh air damper switch to
and compressor. Plug in 2‘ "'F‘-”Er; left comar of blower QLPSIEP position urless ctherwise
appropriate leada; plug ompartment. insiructed in building pfans or system
in cooling echassis cable. EAUTION: Be careful ned to kink or spacifications.

break capiliary uba while unwinding it. Step 8. Beplace decorator pangl an
room Gabingt.
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CW CONTROL WITH TEMPERATURE SETRACK

CALUTION: Da notpleg in power cord

urtil insialation is compieted and
tarminal iz ready to run, Make certam

that OFF buftan on sonirct modude is
dovwn while working ot the equipment

Step 1. Determine the required.
connections from the table in
acoardance with tha bullding plass and -
syswem specificarions. Plug i
appropriata teads; plug in cooling.
chassiz cable,

Step 2. With thermostat shaft ia tha right,
Tesert control mogule right top piate
through opening ir gritle frame-and
swing ledt end of moadule up so thatslot
goes over threaded stud at et [natalf
and tighlen wing nut on threaded stud.

{Wing nut is packad in kardwara bag -

alang with thermostat knob.) Fit -

alumingm -switch plate over push oottons

=g tharmostal shafl, Press thermostat
ob onto {hermosiat shait.

Step 3, Open bliower companmen' covar

. _oncooling chassis by loosening 2 sheat

metal screws. Unwind thermaostat

Lapillary ke and stretch it through slot

at upperlafi cornar of blower
compariment,

CAUTION: Be careful not o kink or .
break capillary tube white unwinding it -

Step 4. Insert bulb into clips at left hand
blower inlet, checking that tip of bull is
nigter thar 118 juncticn with the cepillary
fube and that thare is no intererence
with the blower wheal,

Step 5, Close Blower compartment
cover. Leave shest maetad sorews logse,

NOTE: i & good idea to chaek blower
wigels for free ranning while
compariment is open.

Step s, Plug sarvice cordinto
recertacte in junction box,
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Step 7. Sat fresh air damper switch to
CLOSED nosition unless otherwise
instructed in building plans or system
specificetions,

Slep B. Replace decoratar panel an
room cabinet.

Tha:_rn ostal pulb

7

7

60-A-C004]-1




