decentralized air conditioning systems

Instaliation !nstructlons

Contro! Module
ELEC., HOT WATER &
STE_ﬁM HEAT

700 SERIES — MODELS 7 THRU 17
CONTROL MODULE INSTALLATION

Step 1. Remove and save two (2) mounting screws from top
frorst of contrel module. Fit aluminem switch plate over push
buttons and thermostat shaft. Press thermostat Knob into
tharmostat shaft.

Step 2. Hook slet at the top rear of control module over the
suppett angle in the ropm cakinet. Swing module vpward and
forward until mounting holes in module align with mounting
slats in the front flange of room cabinet.

Step 3. Re-install two (2) mounting screws and tighten
sEaurely.

Step 4. Plug heat section cord and ¢ool chassis cord into the
comirel. The heat section cord and cool chassis cord are labeled
to match their receptacles at the control

Step 5. Open blower compariment cover on coaling chassis by
icosening two (2) sheet metal screws. Unwind thermostat
capillary tube and stretch it through slot at upper left corner of
blower compartment, CAUTION: Be careful nat to kink or
break capillary tube while unwinding it.

Insert bulb and clip at left hand Blower inlet, Tip of bulb must
be higher than its junction with the capillary tube and must not
come in comtact with the blower whesl or mator shaft, Close
blower compartment cgver and tighten two (2] sheet metal
SCFSWS,

NOTE: CONTROL DOOR REMOVED

ROOM CABINET SUPPORT ANGLE
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AUTOMATIC CHANGEOVER

Correct voltags and current must be supphied to each unit in
aceordance with the pameplate ratimgs. ARl electricel leads
must be eonnectad to the control module in the correct manner
and the dizconnect switch must be closed,

CALTION: Before turning on main power, make certain that ail
control module STAND-BY (OFF! butions are down,

Thiz control includes a Z-butten switch that prowvides for
STAND-BY {0OFF) OM and VENT. Each function operates as
foliows:

A. Set thermostat kEnob fully counterciockwise (WARMER.
Press OM button. Ropmside blowers will start immediately at
LT speed. Motorized dempar will open to admit fresh air and
the heating module will operate, Within a few moments, tha
discharge air will become warm.

B. Turn thermostat clockwise (COOLER), Roomside Blower
speed will increase. Compressor and condenser hlower will
start and iresh air damper witl clase, Discharge air will become
conl within a few mamants.

C. After room has conled appreciably, the compressor and
condenser blower will stop. Roomside blower will switeh to LG
spead and fresh air damper will reopen.

D. Press VENT button, Roomside Blowers will continue to ren
and motorized damper wilf open to admit fresh air, Meither the
heater or compressor and condenser Blower will operate when
the VEMT button iz down.

NOTE: Fresh air darmper will operate only when the damper
ovarride switch is set 1o OPEM position.

E. Press STAND-BY {OFF} betton. All operations will stop.
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