INSTALLATION
INSTRUCTIONS

Climate Master

70217031704 SERIES
ME CABINET PACKAGED TERMINAL
AIR CONDITIONERS ... HEAT PUMPS




DESCRIPTION
702

The Climate Master 702 Series Packaged Terminal Air Condi-
tioners (PTAC) are through-the-wall cooling only or combina-
tion cooling/heating individual zone air conditioners. The 702
includes a factory installed and wired electric heating ele-
ment.

703

The Climate Master 703 Series Package Terminal Heat Pumps
(PTHP) are through-the-wall air to air heat pumps.

The 703 Series offers heat pump operation to 28° F. (outdcor
coil temperature) before changing over to electric heat (if ap-
plicable).

The options available on the 703 Series are the same as the
702 Series.

704

The Climate Master 704 Series Packaged Terminal Heat
Pumps (PTHP) are through-the-wall air to air heat pumps.

The 704 Series is basically the same as the 703 Series with
the exception that it has an extended range of heat pump
operation...to 10° F ambient temperature, defrost and a fac-
-tory installed electric back up heater.

GENERAL

The ME model consists of four sections: wall sleeve, chassis,
room cabinet, and outdoor louver.(See Figure 1.). The outdoor
louver may be factory installed (grilie-type) or shipped loose
(bladed aluminum type).
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FIGURE 1 ME SERIES

The standard control on the 702/703/704 models contain an
OFF/HIGH COOL/LOW COOL/HEAT and FAN setting plus a
self-contained adjustable thermostat. An automatic
changeover control (offfauto/fan) is available as an option.

Positive removal of condensate is provided by evaporation on
the condenser coil by means of a multi-blade fan/slinger ring
connected directly to the outdoor fan motor. (702 and 703
Series only).

A fresh air damper is located between the indoor and outdoor
sections to provide up to 15% outside ventilation. Motorized
or 5 position manually operated dampers are available, All
hydronic heat models must specify a motorized damper to
prevent accidental freezing of the hydronic coil.

The room discharge grilles can be removed and turned to any
one of four positions to change direction of airfiow.

PRE-INSTALLATION CHECKS

inspect unit and report any damage or missing parts to the
carrier’s agent. Request an inspection and a repont.

The reguired walt opening for the ME is shown in Figure 1. A
minimum distance from floor to bottom of wall opening is
31" to allow for adequate return air.

The ME cabinet can be supplied with an optional subbase. if a
wall sleeve is included, installation of the wall sleeve may be
different than on a job with no subbase, so special care must
be taken.

Verify that the voltage rating on the unit rating plate matches
the power supply.
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