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A ClimateMaster

Installation

Location and Access
Horizontal Units

Because Horizontal uni@s are designed for installation above a false ceiling or ceiling plenum, access
becomes an extremely important consideration. Be sure that the site chosen for unit installation pro-

vides enough clearance o allow easy maintenance or servicing of the unit wilhout necessilaling its
removal from the ceiling.

A number of guidelines to consider when installing a Horizontal unit are listed below; refer to Figure 1
for an illustration of a typical Horizontal installation.

1. Provide a hinged access door (in concealed-spline or plaster ceilings), or removable tiles (in T-bar
or lay-in ceilings).

The access opening must be large enough to accommodate the service lechnician as he ser-

vices the unit {including compressor removal and replacement), and to permit removal of the unit,
Refer to Table 1 for overall dimensions of the unit.

2. Provide easy access to hanger brackets, water valves and fitlings, and screwdriver clearance to
access panels, the discharge collar, and all electrical connections.

3. I areturn duct is used, be sure lo provide a duct slot for filter replacement.
4. To allow removal of the unit do not run obstructions (e.g., piping, electrical cable, etc.) under the unit,
5. Minimize obstructions in the conditioned space beneath the unit 'whenever possible. A manual,

portable jack can then be used 1o lift and support the weight of the unit during installation or
servicing. See Figure 2.

Table 1
Horizontal Unit Dimensions

Unit Size Dimenslons (L x W x H)
006, 009, 12 20" x 34" x 11 1/8"

015, 019 20" x 43" x 17°

024, 030 20" x 43" x 19"

036, 042 20" x 47" x 21"

048, 080 36 1/4" x 36 1/4" x 21 5/8"

096, 120 72 1/4" x 36 1/4" x 21"

Dimensions in Inches

1. Dimensions shown above do not include dudl collar or hanger brackels.
2. Dimension “L" is measured across the front of the unit (i.e., water connection side).






