



















































































TMW Series 50Hz - R410A Submittal Data eng/si

CLIMATEMASTER

Geothermal Heat Pump Systems

Typical Wiring Diagram
Three Phase TMW 340 Units

With DXM - CE

IT

DRAWING NO

DATE

FoN,

TITLE

96B0I07NIO

1/5/09

08-0457

W/W SIZE-340 400/50/3 DXM CE

CONTROL BOX

POWER SUPPLY REFER TO DATA PLATE
USE COPPER CONDUCTORS ONLY
SEE NOTE 2
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ClimateMaster works continually to improve its products. As a result, the design and specifications of each product at the time of order may be changed without notice and may not be as described herein. Please contact ClimateMaster's Customer
Service Department at 1-405-745-6000 for specific information on the current design and specifications. Statements and other information contained herein are not express warranties and do not form the basis of any bargain between the parties,
but are merely ClimateMaster's opinion or commendation of its products. The latest version of this document is available at climatemaster.com.
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TMW Series 50Hz - R410A Submittal Data eng/si

CLIMATEMASTER

Geothermal Heat Pump Systems

Date: Item: Action:
2 Sept., 2009 036-120 50 Hz Added
8 April, 2009 Submittal Split Into 60Hz Submittal and 50Hz Submittal
11 Feb, 2009 All 036-120 60 Hz Sizes Added
4 Sept, 2008 Max Working Water Pressure | Added
22 July, 2008 Engineering Specifications Updated Verbiage
22 July, 2008 050 (170) Information Added
20 April, 2007 Table of Contents Added Table of Contents
20 April, 2007 Specifications Updated Specifications for new Safety Agency
08 Feb, 2007 Specifications Updated
22 Sep, 2006 Heating Data (I-P & S.1.) Removed Lower Flow Rates on 20°F & -5°C
Entering Water Temperatures
10 Sep, 2006 First Published
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