





UNIT FEATURES

Standard Features

Factory Installed Options
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Tranquility 27® Two-Stage (TT) o | o . o | o . . . . . o | oo o|oe|o|oe|oe|oe]|o|oe]|oe]|eo|e]|eo]|e
Tranquility 20 Single-Stage (TS) o | o . o | e . . . . . e |loeJe|eoe|e|eoe|eoe|e]|e]|eoe]|oe|oe|o|eo|e]|e]|e
Tranquility High Efficiency (TR) o | e . o | e . . . . . e|loefJoe|oe|oe]|e|e|e o |oe|eo|e]e °
Tranquility 16 Compact (TC) . . . . . ° . ° ° ° ° ° ° o | o | e . ° °
Tranquility Vertical Stack (TRM) . . . . . . ° . ° . . . . ° ° ° ° ° °
Tranquility Vertical Stack (TRW) . . . . . o | e . . o | o] e .
Tranquility Console (TRC) o | e . o | e o |eofe o |eo|e|e o |e|eo| e .
Tranquility Compact (TC) . . . . . . . ° ° ° ° ° ° o | o | e . ° °
Tranquility Large (TL) o | e . o | e . . o|o o |eo|o|e]|e]|e o | e | e | e )
Tranquility Water-to-Water (TMW) o | e . o | e . . . . . o | e o | o] e
Rooftop (TRE) . . . . . ° ° ° ° ° o | o ° . ° ° ° ° ° ° °
Rx Energy Recovery Ventilator (ERV) . .
Vertical Dedicated Outdoor Air (TOV) . . o | o . . o | T . .
Horizontal Dedicated Outdoor Air (TOH) | e . o | o . . . 1 . . .

Some exceptions may apply to standard features and options, consult product submittal materials to determine availability.

Control for TO Series is DDC with modulating HGR. Control for TMW 360-600 is DDC.
Water coil construction for TO Series and TMW 360-600 is stainless steel.

Standard on TT Series
Standard on TMW Series
Extended Range = 35°F-95°F EWT

VAR

1SO 9001:2000
Certified

Quality: First & Always
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CLIMATEMASTER

Water-Source Heat Pump Systems

7300 S.W. 44th Street
Oklahoma City, OK 73179
Phone: 405-745-6000
Fax: 405-745-6058
climatemaster.com

ClimateMaster works continually to improve its products. As a result, the design and specifications of each product at the time for order may be changed
without notice and may not be as described herein. Please contact ClimateMaster’'s Customer Service Department at 1-405-745-6000 for specific
information on the current design and specifications. Statements and other information contained herein are not express warranties and do not form the basis of any

bargain between the parties, but are merely ClimateMaster's opinion or commendation of its products.

The management system governing the manufacture of ClimateMaster’s products is ISO 9001:2000 certified.

We are a proud supporter of the Geothermal Exchange Organization - GEO. For more information visit geoexchange.org

ClimateMaster is a company of LSB Industries, New York Stock Exchange Symbol: LXU

LC508

© ClimateMaster, Inc. 2010

Rev.: 18 October, 2011



