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APPLICATION OF 702/703/704 MP CABINETS IN THIN WALLS

Climate Master MP cabinets can be used on any size wall -- Exom a
1" panel wall to a 25" deep wall. This Application Note explains
how an MP cabinet is used in a wall less tpan 16" io depth,

The smallest wall box available is a 1e* wall bhox. when used in
a thin wall application, thiz wall box is mounted flusn to  the
autside wall. Part of the wall box will extend iato the cfoom,
seen as dimensicn B in Figure l. If the wall is 4" desp or less,
support brackets are required. Az with 21l installatiopns, the
wall box must be installed with the taop level. :

An added depth room cabkinet iz used in this application. The
added depth cabinet ¢ontazins the wall box mounting flange at the
appropriate depth to mount the cabinet to the wall box. The
cabinet completely covers the wall box.

Note also that the adjidstable height kick plate grows in depth in
proportion to the depth of the cabinet.
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PRODUCT INFORMATION

702/703/704 POWER WIRING

702/703/704 POWER WIRING

Climats Master TE2/TN3/ 704 Sariaes Packaged  Terminal Air
Conditioners and Heat Pumps are available with a sumher of
iifferent power wiring gptipns to allow flexibiliby and economy

guring field installation-
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PRODUCT INFORMATION

702 AUXILIARY POWER SUPPLY OPTION

FOR EVAPORATOR FAN OPTION

The auxiliary power supply opticon on a steam or hot water heat
782 Series packaged terminal unit allows the unit to continue to
heat the space on & loss of main power in the building. The
compressor  1s not powered from the emergency power supply. The
indoor fan and heating valve are powered from the emergency
supply in normal coperation as well as during power failure, which
reduces the power requirements of the amergency power soufce.

Normal/Emergency Power:

Hydronic Heat valwve: 6.5 Watts
Evaporator Fan Motor:

Model 782-86 off Watts
Faz2-a8 98 Watts
F82-12{B} 11¢ Watts
132-14 149 Watts

Normal Power Only:

Use Compresscr and Condenser Fan
electric ratings from 7&2 Electric
Data Information.

WIRING
SCHEMATIC I il
EMERGENGY STAND A 1)
BY CIRCUITE |
208,230V
WVALYE
MTR
3
H ROOM
= | T
1 =
] A
¥ = CLOSED O r QPEN
TERMINAL  [—= ' =T t¢
QFF 0 clolelo
AUTE % R ERERE T'STA SEQUENCE — —— T
YENT j#) O JxX | K | X EReCOSE ONRISE S COMMON SrEwM'R,ﬂ"EAPMR‘W ALO.7U2 SEETEW
Ofts SPEN ON RISE STENG-BY FOWER 2049/237 & 13 yoUT
1 2 3 A 5 1]
CR] C |OR|ER]C 10

Continuing enginearing ressarch

resuits In stasdy improvamsits, ClimateMaster

Tharefors, thess apaeiflcatione arm ACORBINATION OF CHP-CORP AND
aubject tn changa without notice.  F=@108  Printed in LS4, 286 FRIEDRICH™ CLIMATE MASTER, INC.




INSTALLATION INSTRUCTIONS

For

ARCHITECTURAL OUTSIDE LOUVER

Series Part No. 722
"For Use With 702 7/ 703 / 704 MP & SP UNITS

l, FRemove temporary weather panel from wall box or sleeve and
discard.

2, - Tie a safety line to louver to prevent it freom falling during
installation.

3. With safety line attached, insert louver through wall box ot
sleavea,

4. Turn louver so that vanes angle downward.
5. Align 4 bolts on louver with 4 holes in wall box or sleeve.

€. Pull louver tight against wall box or sieeve and tighten with
4 nuts provided.

7. Remove safety line,
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PRODUCT INFORMATION

FLANGED LOUVER COLLAR

The flanged louver collar is designed to hide any imperfections
on the exterior wall around a Climate Master 782, 7€¢3 or J7é4
Packaged Terminal Unit.

1n retrofit applications in particwlar, it is not always possible
to cut a clean hole in the wall. The flanged louver collar hides
any chips or holes around the unit and gives a clean, npeat and
consistent appearance to the outside of the building.

dpecifications:
Material: Ancdized aluminum {(#.350™)
available for SP or MP cabinet.
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