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Thermostats

A T M 1
1   2 4

Thermostat

Number of Heating StagesP = Programmable

Changeover

1 = One Stage

A = Automatic
M = Manual

3

2 = Two Stage

C 1 1
6   7   8

Design Digit

1
5

Number of Cooling Stages
1 = One Stage
2 = Two Stage

AT = Accessory Thermostat

3 = Three Stage

Rev.: 08/05/08B

R = Receiver
T = Transmitter

*   Single stage or single compressor units with PSC or belt drive fan require 2 heat/1 cool t-stat for backup heat; Two-stage 
     or two compressor units require 3 heat/2 cool t-stat for backup heat.
**  Thermostat includes dehumidifi cation output for use with ClimaDry reheat, or dehumidifi cation feature of DXM board or ECM fan motor.
*** Requires DXM board

Commercial Thermostat Features Table
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ATM11C11 X 1 1 X

ATA11U01 X X X 1 1 X X

ATA11C04 X X X 1 1 X X X X

ATA22U01 X X X 2 2 X X X X

ATP11N01 X X 1 1 X X X

ATP21U01 X X 2 1 X X X X

ATP32U03 X X X 3 2 X X OPT X X X X

ATP32U04** X X X 3 2 X X OPT X X X X X
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Thermostats

Part Number THERMOSTAT
ATM11C11 Manual Changeover 

Non Programmable
Stages: 1 heat / 1 cool

Functions:
System: OFF-HEAT-COOL

Switch: ON-AUTO
Electronic Sensing

Thermostat THERMOSTAT
ATA11U01 Auto/Manual Changeover

Non Programmable
Stages: 1 heat / 1 cool

Functions:
System: HEAT-OFF-COOL-AUTO

Fan: ON-AUTO
Fault LED

Thermostat THERMOSTAT
ATA11C04 Automatic or Manual Changeover - Digital

Remote Sensor / Two-Speed Fan*
Stages: 1 heat / 1 cool

Functions:
System: HEAT-OFF-COOL

Fan Switch 1: ON-AUTO
Fan Switch 2: HI-LO

*When used with DXM unit with PSC fan motor Fault LED

Thermostat THERMOSTAT
ATA11C06 Automatic or Manual Changeover - Digital

Non-Programmable
Stages: 1 heat / 1 cool

Functions:
System: HEAT-OFF-COOL-AUTO

Switch: ON-AUTO
Fault LED
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Thermostats

Thermostat THERMOSTAT
ATA22U01 Automatic or Manual Changeover - Digital

Non-Programmable
Stages: 2 heat / 2 cool

Functions:
System: HEAT-OFF-COOL-EM HT

Fan Switch: ON-AUTO
Fault LED

Part Number THERMOSTAT
ATP11N01 Manual Changeover - Digital

Programmable (5 / 2 day)
Stages: 1 heat / 1 cool

Functions:
System: OFF-HEAT-COOL

Fan Switch: ON-AUTO
Setback Operation w/Overide

No Fault LED

Part Number THERMOSTAT
ATP21U01 Manual Changeover - Digital

Programmable (5 / 2 day)
Stages: 2 heat / 1 cool

Functions:
System: OFF-HEAT-COOL-EM HT

Fan Switch: ON-AUTO
No Fault LED

Part Number THERMOSTAT
ATP32U03 Auto Changeover - Digital
ATP32U04 Programmable (7 day)

Stages: 3 heat / 2 cool
Humidifi er Output (04 only)

Functions:
System: OFF-HEAT-COOL-AUTO-EM HT

Fan Switch: ON-AUTO
Specifi c Fault Indication*

*When used with CXM or DXM Setback Operation w/Override
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Thermostats

Remote/ Outdoor Temperature Sensor
Part Number Used With

AST008 ATP32U03, ATP32U04 thermostats only

Remote Temperature Sensor
Part Number Used With

AST009 ATA11C04, ATA11C06 thermostats only
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ALCP Loop Control Panel

Description
The Micro Temp Controller is completely programmable loop control 
panel.  Each output may operate based upon time and day, water 
temperature, or both, for a total of 12 control outputs.  Three 
additional outputs are supplied for time and day programming 
for auxiliary equipment, i.e. lighting.  The main loop pumps are 
programmable for lead/lag control and time and day on/off with a dry 
contact input to override the schedule and bring pumps on.

Application
Boiler/Cooling tower loop control. Not for geothermal units.

Standard Control Features
• Dimensions 16.5” H x 15” W x 6.5” D [41.9cm x 38.1cm x 16.5cm]
• Input Power 120Vac -1-60.
• Microprocessor based control.
• Lock code to protect against unauthorized use.
• Time out so user cannot leave in program mode.
• Indicator lights display pump, alarm and output status.
• Solid state relays.
• LCD displays - temperatures, fl ow time & programming data.
• Seven day timer with provisions for Mon. - Fri., Sat. & Sun..
• Automatic pump switch-over in the event of fl ow loss.
• Outputs can be programmed to operate on time and/or temperature.
• Alarm initiated by high temp, low temp, or no fl ow.
• Range - Low temp alarm (35F to 75F) low temp shutdown (33F to 

90F); high temp alarm (75F to 120F) high temp shutdown (75F to 
120F)

• Of the 16 outputs, 4 are dedicated to pumps 1 & 2, alarm and 
shutdown.  The remaining 12 outputs available to control your system 
requirements.  The ALCP2004-20 has eight additional outputs 
available.

• Dry contacts are rated for 2.0 A @ 14 to 240 VAC. 
• Relays connections are made through screw type terminal block.
• Simulator provided to test program prior to start-up.
• Outdoor air temperature sensor with 50 feet of cable
• Water temperature sensor with 50 feet of cable
• The enclosure shall be CSA and UL listed.
• Optional Flow Switch

   Model          Description 
ALCP2004  2 Pump with 14 programmable outputs
ALCP2004-20 2 Pump with 22 programmable outputs 
68263800  Flow Switch

ALCP Controller

Flow Switch
(Optional)

Outdoor Air Sensor, Water 
Temperature Sensor and 

Simulator (Included)

A
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Hose Kits

AHK 075 * * * *2
1   2    3 8   9  10  11  127

Hose Kit Type

Length

Flow Rate - AutoFlow Only

1.00" = 100

Diameter

1 = One Foot - AHK Only

0.50" = 050
0.75" = 075

4  5  6

1.25" = 125

4 Digit Flow Rate for AutoFlow
Hose Kits Only (AHB & AHC)

2 = Two Feet

-

AHB = AutoFlow Hose Assembly

AHK = Hoses Only
AHA = Hose Assembly w/Ball Valve

AHC = AutoFlow w/Strainer & Blowdown Assembly

1.50" = 150
2.00" = 200

AHS = Y Strainer and Ball Valve

Flow Rates Available - See Tables
With Kits

Flow Rate Example

GPM    number

  0.75 =  -0075

         4.50 =  -0450 

18.00 = -1800

AHK0752
3/4” kit

AHB0752-0450 
3/4” kit, 4.5 gpm
AHB1002-1200 
1” kit, 12.0 gpm

All hose kit part numbers contain 2 hoses

Unit Water Connection Sizes

Unit Size Typical Autofl ow Range 
GPM [l/s]TRC CCE TT TS GC GR GSH/V GSW GLH GLV TMW

006 / 007 0.50 0.50 0.50 0.50 1.0 [0.063] 1.50 [0.095]

009 / 010 0.50 0.50 0.50 0.50 0.50 1.5 [0.095] 2.0 [0.126]

012 0.50 0.50 0.50 0.50 0.50 2.0 [0.126] 3.0 [0.189]

015 0.50 0.50 0.75 0.75 3.0 [0.189] 4.00 [0.252]

018 / 019 / 020 0.75 0.50 0.75 0.50 0.75 0.75 3.5 [0.221] 5.0 [0.316]

024 / 026 / 028 0.75 0.75 0.75 0.75 0.75 4.0 [0.252] 6.0 [0.378]

030 0.75 0.75 0.75 0.75 6.0 [0.378] 8.0 [0.504]

036 / 038 0.75 0.75 0.75 0.75 0.75 0.75 7.0 [0.441] 9.0 [0.567]

041 / 042 1.00 0.75 1.00 1.00 8.0 [0.504] 11.0 [0.693]

048 / 049 1.00 1.00 1.00 1.00 1.00 9.0 [0.567] 12.0 [0.756]

060 / 064 1.00 1.00 1.00 1.00 1.00 1.00 12.0 [0.756] 15.0 [0.945]

070 / 072 1.00 1.00 1.25 14.0 [0.882] 18.0 [1.134]

080 1.50 15.0 [0.945] 20.0 [1.260]

096 / 100 1.25 1.50 18.0 [1.134] 25.0 [1.578]

120 1.50 1.25 1.50 22.0 [1.388] 30.0 [1.890]

160 1.50 30.0 [1.890] 40.0 [2.520]

200 1.50 40.0 [2.520] 50.0 [3.150]

240 1.50 45.0 [2.835] 60.0 [3.780]

300 1.50 60.0 [3.780] 70.0 [4.417]

050 2.00 30.3 [1.890] 40.0 [2.520]

100 2.00 60.0 [3.780] 90.0 [5.680]
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Part 
Number

Hose Size
inches 
[mm]

Length
feet 
[cm]

Working 
Pressure 
psi [kPa]

Stainless Steel
Braided Hose Kit

AHK0501* 0.50 [12.7] 1 [30.5] 400 [2756]
AHK0502 0.50 [12.7] 2 [61] 400 [2756]
AHK0752 0.75 [19.1] 2 [61] 400 [2756]
AHK1002 1.00 [25.4] 2 [61] 400 [2756]
AHK1252 1.25 [31.8] 2 [61] 300 [2067]
AHK1502 1.5 [38.1] 2 [61] 300 [2067]

AHK2002 2.0 [50.8] 2 [61] 300 [2067]
*1 ft. (30.5 cm) hose kit is typically used for console units.

Part 
Number

Hose Size
inches 
[mm]

Length
feet 
[cm]

Working 
Pressure 
psi [kPa]

Stainless Steel
Braided Hose Kit with Ball Valves

 AHA0502 0.50 [12.7] 2 [61] 400 [2756]
AHA0752 0.75 [19.1] 2 [61] 400 [2756]

AHA1002 1.00 [25.4] 2 [61] 400 [2756]

AHA1252 1.25 [31.8] 2 [61] 300 [2067]

AHA1502 1.5 [38.1] 2 [61] 300 [2067]

AHA2002 2.0 [50.8] 2 [61] 300 [2067]

Hose Kits

Supply

Return

Length (FACE - END)

NPT (E)Female Swivel
NPSH Thread

Adapter

NPT (E)

Stainless Steel Outer Braid

Ball Valve With
1 PT Port

Ball Valve With
1 PT Port

Supply

Return

Length (FACE - END)

Stainless Steel Outer Braid

NPT (I)

Adapter

(E)
Female Swivel
NPSH Thread

NPT

SOLID MALE
NPT (E)

LENGTH (FACE - END)

Stainless Steel Outer Braid

Stainless Steel Outer Braid

Return

Supply

FEMALE SWIVEL
NPSH THREAD

Adapter
Ball Valve With
1 PT Port

Ball Valve With
1 PT Port

NPT (I)

1.5” to 2”

.5” to 1.25”
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Hose Kits

Part 
Number

Hose Size
inches 
[mm]

Length
feet 
[cm]

Working 
Pressure 
psi [kPa]

Stainless Steel
Braided Hose Kit and Ball Valves

AHB0502-**** 0.50 [12.7] 2 [61] 400 [2756]

AHB0752-**** 0.75 [19.1] 2 [61] 400 [2756]

AHB1002-**** 1.00 [25.4] 2 [61] 400 \[2756]

AHB1252-**** 1.25 [31.8] 2 [61] 300 [2067]

**** - add dash and 4 digit fl ow rate

NPT (E)

Adapter

Length (FACE - END)

Stainless Steel Outer BraidFemale Swivel
NPSH Thread

Ball Valve With
1 PT Port

NPT (I)

Ball Valve With
Automatic Flow Regulator
And 2 PT Ports

Supply

Return

SOLID MALE
NPT (E)

Stainless Steel Outer Braid

LENGTH (FACE - END)

FEMALE SWIVEL
NPSH THREADS

Adapter

NPT (I)

Ball Valve With
1 PT Port

Return

Supply

Ball Valve With
1 PT Port

Part 
Number

Hose Size
inches 
[mm]

Length
feet 
[cm]

Working 
Pressure 
psi [kPa]

Stainless Steel Braided Hose Kit
with Automatic Balancing Valve and Ball Valves

AHB1502-**** 1.50 [38.1] 2 [61] 300 [2067]

AHB2002-**** 2.00 [50.8] 2 [61] 300 [2067]

**** - add dash and 4 digit fl ow rate

Ball Valve With
Automatic Flow Regulator
And 2 PT Ports

Ball Valve With
Y Strainer, Blowdown,
1 PT Port

Adapter

Female Swivel
NPSH Thread

NPT (E)

Length (FACE - END)

Return

Supply

Stainless Steel Outer Braid

NPT (I)

Part 
Number

Hose Size
inches 
[mm]

Length
feet 
[cm]

Working 
Pressure 
psi [kPa]

Stainless Steel
Braided Hose Kit with Automatic Balancing Valve,

“Y” Strainer and Ball Valves
AHC0502-**** 0.50 [12.7] 2 [61] 400 [2756]

AHC0752-**** 0.75 [19.1] 2 [61] 400 [2756]

AHC1002-**** 1.00 [25.4] 2 [61] 400 [2756]

AHC1252-**** 1.25 [31.8] 2 [61] 300 [2067]

**** - add dash and 4 digit fl ow rate
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Part Number
Hose Size

inches 
[mm]

Length
feet 
[cm]

Working 
Pressure 
psi [kPa]

Stainless Steel
Braided Hose Kit with Automatic Balancing Valve,

“Y” Strainer and Ball ValvesAHC1502-**** 1.50 [38.1] 2 [61] 300 [2067]

AHC2002-**** 2.00 [50.8] 2 [61] 300 [2067]

**** - add dash and 4 digit fl ow rate

Hose Kits

Stainless Steel Outer Braid
 NPT (E)

Adapter

Female Swivel
NPSH Thread

Length (FACE - END)

Ball Valve With
1 PT Port

NPT (I)

Ball Valve With
1 PT Port

Supply

Return

Part 
Number

Hose Size
inches 
[mm]

Length
feet [cm]

Working 
Pressure 
psi [kPa]

Stainless Steel
Braided Hose Kit with “Y” Strainer and Ball Valves

AHS0502 0.50 [12.7] 2 [61] 400 [2756]

AHS0752 0.75 [19.1] 2 [61] 400 [2756]

AHS1002 1.00 [25.4] 2 [61] 400 [2756]

AHS1252 1.25 [31.8] 2 [61] 300 [2067]

AHS1502 1.50 [38.1] 2 [61] 300 [2067]

AHS2002 2.00 [50.8] 2 [61] 300 [2067]

**** - add dash and 4 digit fl ow rate

Ball Valve With
1 PT Port

Length (FACE - END)

Ball Valve With
Strainer, Blowdown
And 1 PT Port

Stainless Steel Outer BraidFemale Swivel
NPSH Thread

NPT (E)

Adapter

Return

Supply

NPT (I)

Ball Valve With
1 PT Port

Length (FACE - END)
Ball Valve With
Strainer, Blowdown
And 1 PT Port

Stainless Steel Outer Braid

FEMALE SWIVEL
NPSH THREADS

SOLID MALE
NPT (E)

Adapter

Return

Supply

NPT (I)

Stainless Steel Outer Braid

1.5” to 2”

.5” to 1.25”
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Hose Kits

AHH 050 B2
1   2    3 8  7

Hose Kit Type

Length (Ft)

Current
Revision
Level

Diameter (In)
050 = 0.50"

4  5  6

2 = Two Feet

Hose kit for VHS/816 only

Length (FACE - END)

Female Swivel
NPSH Threads

Stainless Steel Outer Braid NPT (E)

Return

Supply

Unit Size
Water Connection Diameter 

Table (inches)
TRM 816

009 - 012 0.50 0.50

015 - 020 0.75 0.50

024-036 1.00 0.75

Part Number Hose Size
inches [mm]

Length
feet [cm]

Working 
Pressure 
psi [kPa]

AHH0502B 0.50 [12.7] 2 [61] 400 [2756]

AHH0753B 0.75 [19.1] 3 [91] 400 [2756]

AHH1003B 1.00 [25.4] 3 [91] 400 [2756]

Note - For high rise units only

Stainless Steel
Braided Hose Kit
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Water Valve

A B V 0 7 5 M P
1   2    3 7    8

Valve Type Options

1.00" = 100

Diameter

MP = ABV, Memory Stop & PT Ports

0.50" = 050
0.75" = 075

4   5   6

1.25" = 125

B = AYS, Blowdown Valve

ASV = Solenoid Valve

ABV = Ball Valve
AYS = "Y" Strainer

AMV = Motorized Valve
FS = AMV, IPT Standard
FH = AMV, IPT High MOPD

1.50" = 150
2.00" = 200

Rev.: 10/04/05D

Part Number Diameter Ball Valve - Bronze
ABV050 .50”

ABV075 .75”

ABV100 1.00”

ABV125 1.25” Standard Port Ball Valve
Full Flow Design

400 PSIG WOG
ABV150 1.50”

ABV200 2.00”

Part Number Diameter Ball Valve - Bronze
Memory Stop & PT PortsABV050MP .50”

ABV075MP .75”

ABV100MP 1.00”

Standard Port Ball Valve
Full Flow Design

400 PSIG WOG

ABV125MP 1.25”

ABV150MP 1.50”

ABV200MP 2.00”

Part Number Diameter “Y” Strainer  - Bronze
w/Blowdown ValveAYS050B .50”

AYS075B .75”

AYS100B 1.00”

Working pressure class 125
400 PSIG @ 150F WOG

SS Strainer Screen

AYS125B 1.25”

AYS150B 1.50”

AYS200B 2.00”
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Part Number Diameter MOPD  Cv Motorized Water Valve Kit
IPT x IPTAMV050FHS .50” 150 4.9

AMV075FHS .75” 150 10.3 Slow Closing - Quiet Operation
24VACAMV100FHS 1.00” 150 8.9

.50” - 1.00” Motorized Valves
Brass Body, Rated at 300 PSIG

60” Wire Leads

Part Number Diameter MOPD  Cv 1.25” - 1.50” Motorized Valves
AMV125FH 1.25” 150 19 36” Wire Leads
AMV150FH 1.50” 150 37 Brass Body, Rated at 400 PSIG
AMV200FH 2.00” 150 57 Full port stainless steel ball, spring return

Water Valve
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Electric Duct Heater

A H 1 0 SG
1    2 65

Accessory Electric Heater

Voltage

Heater Size, Nominal

15 = 15kW

kW, Nominal

E = 265/60/1

05 = 5kW
10 = 10kW

3   4

20 = 20kW

S = Small (11.5" [292mm]W x 12" [305mm]H)
M = Medium (12.5" [318mm]W x 14" [356mm]H)

F = 460/60/3

L = Large (15.5" [394mm]W x 15" [381mm]H)

G = 208-230/60/1
H = 208-230/60/3

Rev.: 17 Oct, 2007D

Description
• Integral control box
• “Stab in” confi guration
• Primary and secondary limit protection
• Recessed terminal connection
• Magnetic de-energizing contactors
• Fan relay control
• UL/NEC circuit fusing
• Hinged control box door

Electrical Data
Model 
Size Voltage kW Amps Stages

v 277/60/1 4.6 16.6 1
05 460/60/3 5.0 6.0 1
05 240/60/1 3.6 17.3 1
05 240/60/3 3.6 10.0 1
10 277/60/1 9.2 33.2 2
10 460/60/3 10.0 12.0 1
10 240/60/1 7.4 35.3 2
10 240/60/3 7.4 20.4 2
15 277/60/1 13.8 49.8 3
15 460/60/3 15.0 18.0 1
15 240/60/1 11.0 53.0 3
15 240/60/3 11.0 30.6 2
20 277/60/1 18.4 66.4 4
20 460/60/3 20.0 24.1 2
20 240/60/1 14.7 70.7 4
20 240/60/3 14.7 40.9 3

Heater Dimensions
Model A B C* D E F L M W H

AH05GS 14 10 6 4 2 5 1 1 11.5 12

AH10GM 16 10 6 4 2 5 1 1 12.5 14

AH10HL 17 10 6 4 2 5 1 1 15.5 15

AH15GM 16 15 6 4 2 5 1 1 12.5 14

AH20GL 17 15 6 4 2 10 1 1 15.5 15

* = Max
All Dimensions are ± 1/4”
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Air Filter Frame

AFF--------
1” and 2”
Air Filter Frame

Description:
• Air fi lter frame with fi lter access door.
• Integral fl anges for air duct connection
• Field installed.
• Galvanized steel painted or unpainted to match heat pump cabinet.
• Select frame from Table 1 or 2.

w

H

Door

Foam tape

Frame

Exploded Isometric View
Not to scale
Access door style may vary

Frame Depth

1” Filter
2” (50 mm)
Typical

2” Filter
3” (76 mm)
Typical

.750 (19 mm) Flange



A
557c l i m a t e m a s t e r. c o m

T H E  S M A R T  S O L U T I O N  F O R  E N E R G Y  E F F I C I E N C Y

A c c e s s o r i e s

Air Filter Frame

Unit Series Unit Size Part Number
1” (25mm)        

Flange Dimension “ (cm) Part Number
2” (50mm)

Flange Dimension “ (cm)
H W H W

GCH

018 - 030

Not Available

  AFF16252NHS 14 (36) 21.8 (55)

036 - 042   AFF20282NHS 18 (46) 23.8 (60)

048 - 060   AFF20382NHS 18 (46) 33.8 (86)

GCV

009 - 012   AFF10182PHS 8.1 (21) 15.8 (40)
018 - 030   AFF20202PHS 17.8 (45) 18.1 (46)

041   AFF20202PHS 17.8 (45) 18.1 (46)
036 - 042   AFF24242PHS 22.1 (56) 21.8 (55)
048 - 060   AFF24322PHS 22.1 (56) 29.3 (74)

GRH

006 - 012 AFF10201NHS 8.2 (21) 17.8 (45) AFF10202NHS 8.2 (21) 17.8 (45)
015 - 024 AFF16201NHS 14.2 (36) 17.8 (45) AFF16202NHS 14.2 (36) 17.8 (45)
030 - 036 AFF18241NHS 16.2 (41) 21.8 (55) AFF18242NHS 16.2 (41) 21.8 (55)
042 - 048 AFF18361NHS 16.2 (41) 33.8 (86) AFF18362NHS 16.2 (41) 33.8 (86)

060 AFF20371NHS 18.2 (46) 34.8 (88) AFF20372NHS 18.2 (46) 34.8 (88)

GRV

009 - 012 AFF10201PHS 9.1 (23) 17.7 (45) AFF10202PHS 9.1 (23) 17.7 (45)
015 - 024 AFF16201PHS 14.2 (36) 17.8 (45) AFF16202PHS 14.2 (36) 17.8 (45)
030 - 036 AFF20241PHS 18.2 (46) 22.2 (56) AFF20242PHS 18.2 (46) 22.2 (56)
042 - 048 AFF28241PHS 26.2 (67) 22.2 (56) AFF28242PHS 26.2 (67) 22.2 (56)

060 AFF28301PHS 26.2 (67) 27.2 (69) AFF28302PHS 26.2 (67) 27.2 (69)

GSH

015 - 018 AFF18241NHS 16.2 (41) 21.8 (55) AFF18242NHS 16.2 (41) 21.8 (55)
024 - 036 AFF18361NHS 16.2 (41) 33.8 (86) AFF18362NHS 16.2 (41) 33.8 (86)
042 - 048 AFF20371NHS 18.2 (46) 34.8 (88) AFF20372NHS 18.2 (46) 34.7 (88)

060 AFF20421NHS 18.2 (46) 40 (102) AFF20422NHS 18.1 (46) 39.7 (88)
070 AFF20481NHS 18.2 (46) 44.8 (114) AFF20482NHS 18.1 (46) 44.7 (114)

GSV

015 - 018 AFF20241PHS 18.2 (46) 22.2 (56) AFF20242PHS 18.2 (46) 22.2 (56)
024 - 030 AFF24241PHS 22.2 (56) 22.2 (56) AFF24242PHS 22.2 (56) 22.2 (56)

036 AFF28241PHS 26.2 (67) 22.2 (56) AFF28242PHS 26.2 (67) 22.2 (56)
042 - 048 AFF28301PHS 26.2 (67) 27.2 (69) AFF28302PHS 26.2 (67) 27.2 (69)

060 AFF32301PHS 30.2 (77) 27.4 (70) AFF32302PHS 30.2 (77) 27.4 (70)
070 AFF36301PHS 34.2 (87) 27.2 (69) AFF36302PHS 34.2 (87) 27.2 (69)

Accessory Filter Frames - Table 1
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Air Filter Frame

Unit Series Unit Size Part Number
1” (25mm)        

Flange Dimension “ (cm) Part Number
2” (50mm)

Flange Dimension “ (cm)
H W H W

TSH

018 - 030

Not
Available

  AFF18362BRS 16.2 (41) 33.8 (86)
036   AFF20372BRS 18.2 (46) 34.8 (88)

042 - 048   AFF20422BRS 18.2 (46) 40.8 (104)
060 - 070   AFF20482BRS 18.2 (46) 44.8 (114)

TSV

006 - 012   AFF16202BRS 14.2 (36) 18.3 (46)
018   AFF24242BRS 22.2 (56) 22.3 (57)

024-030   AFF28242BRS 26.2 (67) 22.3 (57)
036   AFF28302BRS 26.2 (67) 27.3 (69)

042 - 048   AFF32302BRS 30.2 (77) 27.2 (69)
060 - 070   AFF36302BRS 34.2 (87) 27.2 (69)

TTH

026   AFF18362BRS 16.2 (41) 33.8 (86)
038   AFF20372BRS 18.2 (46) 34.8 (88)
049   AFF20422BRS 18.2 (46) 40.8 (104)
064   AFF20482BRS 18.2 (46) 44.8 (114)
072   AFF20482BRS 18.2 (46) 44.8 (114)

TTV

026   AFF28242BRS 26.2 (67) 22.3 (57)
038   AFF28302BRS 26.2 (67) 27.3 (69)
049   AFF32302BRS 30.2 (77) 27.2 (69)
064   AFF36302BRS 34.2 (87) 27.2 (69)
072   AFF36302BRS 34.2 (87) 27.2 (69)

GLH
072   AFF20522NHS 18.2 (46) 50.7 (129)

096 - 120   AFF20642NHS 18.2 (46) 62.7 (159)

GLV
80 - 120   AFF25402PHS 23.2 (59) 34.9 (89)
160 - 300   AFF25802PHS 23.2 (59) 75.9 (193)

Accessory Filter Frames - Table 2
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Notes:
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Date: Item: Action:

16 June, 2009 AMV050FHS Water Valve Information and Drawing Updated

16 June, 2009 Remote/Outdoor Temp Sensor Info Corrected

16 June, 2009 ATP21U01 Information on Page 543 & 545 ‘Auto’ Information Removed

04 June, 2009 Air Filter Frame Table TCH and TCV Added

23 April, 2009 Unit Water Connection Sizes Table Updated

21 Aug, 2008 AHB, AHC Verbiage Updated

21 Aug, 2008 Flow Rate Tables Added Operating Differential Information

18 June, 2008 ALCP Loop Control Panel Updated Verbiage, added sensor and simulator photos

30 May, 2008 AHA, AHB, AHK, AHC, AHH, AHS Updated Verbiage

30 May, 2008 AHA, AHB, AHK, AHC, AHH, AHS Updated Drawings

16 May, 2008 AFF Information Created

12 May, 2008 All Updated Verbiage

12 May, 2008 AHS Pages Edited hose graphics

12 May, 2008 AHH Hose Page Created

12 May, 2008 Decoder Added ‘AHS’ hose kit type

17 Oct, 2007 All Minor formatting updates

17 Oct, 2007 Electric Heaters Updated dimensional data

17 Oct, 2007 Decoders Updated all accessory decoders

17 Oct, 2007 Added Change Log

Revision History


